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DN

A

B

D

H

L1

DN

H1

L2 L3

DN 1/2” 3/4” 1” 1.1/4” 1.1/2” 2”

 Tipo di Attuatore
Actuator type OAX 30 OAX 30 OAX 30 OAX 30 OAX 50 OAX 50

L1 64 77 92 103 117 136

L2 75 85 100 115 124 147

L3 41 46 51 59 67 72

A 125 125 125 125 160 160

B 118 118 118 118 121 121

D 100 100 100 100 121 121

H 164 170 173 177 188 195

H1 164 170 173 177 188 195

Dimensioni   Dimensions  mm.

Valvole a sfera PN16 in acciaio inox AISI 316 attacchi manicotti filettati gas femmina 
corpo a due e a tre vie  ad L 

Comando attuatore Elettrico in alluminio Tipo UT    OM

Ball valve PN16 stainless steel AISI316 GAS coupling screwed ends female 
body 2 way and  3 way  L type

With Eelectric actuactor alluminium body OM Type

Tipologia corpi sui quali 
è applicabile l’attuatore 

Pneumatico

Type of bodies 
on which is mounted
the pneumatic actuator

Fig.191I OAX 230
      191I OAX 24

Fig.191I3V OAX 230
      191I3V OAX 24
     

Maggiori informazioni 
More information 

Corpo - Body 
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VALVOLE A SFERA A MANICOTTI FILETTATI
CON ATTUATORE ELETTRICO  OAX

BALL VALVES SCREWED END 
WITH ELECTRIC ACTUATOR OAX
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